
Multi Functional Console MFC08 is 
a three operators Console mounted 
in a Command, Control and 
Communication ISO20 Shelter for  
a C4I system management. 

The strength of this product is 
its small size and very light weigt 
while still guaranteeing ergonomic 
parameters according to MIL STD.
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FEATURES
  Modular Consoles   

  Small overall size 

   Excellent performance  

  Remote console

KEY BENEFITS 

  Modularity 

  Extremely light weights 

  Easy transportability and installation  
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TECHNICAL DESCRIPTION

CHARACTERISTICS

Dimentions (HxWxD) 1406 x 2106 x 630 mm

Total Weight < 350 kg 

ENVIRONMENTAL

Not Operating Temp. Low: MIL-STD-810F  |  Meth. 502.4 Proc. I
High: MIL-STD-810F  |  Meth. 501.4 Proc. I

Operating Temp. Low: MIL-STD-810F  |  Meth. 502.4 Proc. II  
High: MIL-STD-810F  |  Meth. 501.4 Proc. II

Humidity MIL-STD-810F Meth. 507.4

Salt Fog MIL-STD 810 F Meth. 509.4

Altitude MIL-HDBK-2036

Fungus MIL-HDBK-454

ELECTROMAGNETIC

Radiated Emissions MIL-STD-461F RE102

Conducted Emissions MIL-STD-461F CE102

Radiated Susceptibility MIL-STD-461F RS103

Conducted Susceptibility

MIL-STD-461F CS101   
MIL-STD-461F CS114 
MIL-STD-461F CS115
MIL-STD-461F CS116

DESIGNED TO MEET

Shock 20 g  |  11 msec  |  Saw tooth pulse, 3 axes

Vibrations MIL-STD-810G, Meth.514.6 Procedure I, 
Category 4
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All dimensions are expressed in millimeters


